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PhotoMOS® Dimensions
Type Dimensions

AQY21(DIP)
AQY41(DIP)
Series

AQV10(DIP)
AQV11(DIP)
AQV20(DIP)
AQV21(DIP)
AQV22(DIP)
AQV23(DIP)
AQV25(DIP)
AQV41(DIP)
AQV45(DIP)
Series

APV1122(DIP)

mm inch

CAD DataCAD Data

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

General tolerance: ±0.1 ±.004

Terminal thickness =
0.2 .008

Tolerance: ±0.1 ±.004

Tolerance:
±0.1 ±.004

Recommended
mounting pad (Top view)

8.3

1.9

1.5
2.54

4-0.8 dia.

7.626.4

2.54

2.54

4.78±0.05

6.4±0.05

4.78±0.05

6.4±0.05

1.0

2.7±0.05

7.62±0.05

Max. 10°

2.7±0.05

7.62±0.05

Max. 10°

Max. 10°

1.0

0.33

0.2
3.0

0.47

3.2±0.2

0.47

2.54

1.01.0

2.7±0.05

0.470.47

2.54

0.2 ±0.2
0
±.008
0

.188±.002

.252±.002

.106±.002

.300±.002

.188±.002

.252±.002

.039

.106±.002

.300±.002

4-.031 dia.

.300.252

.100

.100

.327

.075

.059
.100

.039.039

.106±.002

.019.019

.100

.008

Terminal thickness =
0.2 .008

General tolerance: ±0.1 ±.004

.039

.013

.008
.118

.019

.126±.008

.019

.100

CAD Data CAD Data

6.4±0.05 7.62±0.05

3.4

3.9±0.2

3

8.8±0.05

6.4±0.05

8.8±0.05

Max. 10°

Terminal thickness =
0.25 .010

Tolerance: ±0.1 ±.004

Recommended
mounting pad (Top view)

Max. 10°

Max. 10°

0.47
0.47 0.47

1.25
2.542.54

1.251.25

3.4

0.47
0.47 0.47

1.25

2.542.54

1.251.25

7.6

1.0

3.4

0.2 +0.2
−0
+.008
−0

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

General tolerance: ±0.1 ±.004

5.086-0.8 dia.

7.626.4 2.54

2.54

8.3

1.9

1.5

2.54 2.54

.252±.002 .300±.002

.134.346±.002

.154±.008

.118

.019
.019 .019

.049
.049.049

.100.100 General tolerance: ±0.1 ±.004

Terminal thickness =
0.25 .010

.252±.002

.346±.002

.299

.039

.134

.134

.100.100

.008

.019
.019 .019

.049
.049.049

.2006-.031 dia.

.300.252 .100

.100

.327

.075

.059

.100 .100

CAD DataCAD Data

6.4±0.05

8.8±0.05

Terminal thickness =
0.25 .010

Tolerance: ±0.1 ±.004

Recommended
mounting pad (Top view)

Max. 10°

3.4

0.47
0.47 0.47

1.25

2.542.54

1.251.25

7.6

1.0

3.4

0.2 +0.2
−0
+.008
−0

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

General tolerance: ±0.1 ±.004

6.4±0.05 7.62±0.05

3.4

3.9±0.2

3

8.8±0.05

Max. 10°

Max. 10°

0.47
0.47 0.47

1.25
2.542.54

1.251.25

5.086-0.8 dia.

7.626.4 2.54

2.54

8.3

1.9

1.5

2.54 2.54

.252±.002 .300±.002

.134.346±.002

.154±.008

.118

.019 .019

.100.100

.049.049
.019

.049

Terminal thickness =
0.25 .010

General tolerance: ±0.1 ±.004

.299

.039

.134

.252±.002

.346±.002

.134

.100.100

.008

.019
.019 .019

.049
.049.049

.327

.075

.059

.100 .100

.2006-.031 dia.

.300.252 .100

.100

The CAD data of the products with a    CAD Data    mark can be downloaded from: http://industrial.panasonic.com/ac/e/
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Type Dimensions

AQW21(DIP)
AQW22(DIP)
AQW25(DIP)
AQW41(DIP)
AQW45(DIP)
AQW61(DIP)
AQW65(DIP)
Series

AQW21❍EH
(DIP)
AQW21❍HL
(DIP)
AQW41❍EH
(DIP)
AQW61❍EH
(DIP)
Series

AQY2C(TSON)
Series

mm inch

CAD DataCAD Data

6.4 7.62

3.4

3.9±0.2

3

9.78

Max. 10°

Terminal thickness =
0.25 .010

Tolerance: ±0.1 ±.004

Recommended
mounting pad (Top view)

Max. 10°

Max. 10°

0.470.47

1.25

0.47

1
1

0.47

1.25

2.542.542.54

0.470.47

1.25

0.47

1
1

0.47

1.25

2.542.542.54

7.62

1.0

3.4

3.4

0.2 +0.2
−0
+.008
−0

6.4

9.78

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

General tolerance: ±0.1 ±.004

7.628-0.8 dia.

7.622.546.4

2.54

1.9

1.5

2.542.54 2.54

8.3Terminal thickness =
0.25 .010

General tolerance: ±0.1 ±.004

.252 .300

.134.385

.154±.008

.118

.100.100.100

.019.019

.049

.019

.039
.039

.019

.049

.300

.039

.134

.252

.385

.100.100.100

.134

.008

.019.019

.049

.019

.039
.039

.019

.049

.3008-.031 dia.

.300.100.252

.100

.075

.059

.100.100 .100

.327

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

Tolerance:
±0.1 ±.004General tolerance: ±0.1 ±.004

Terminal thickness =
0.2 .008

Tolerance: ±0.1 ±.004
Recommended
mounting pad (Top view)

8-0.8 dia. 7.62

7.626.4

2.54

2.54

8.3

1.9

1.5

2.54 2.54 2.54

1.0

2.7±0.05

7.62±0.05

Max. 10°

6.4±0.05

9.86±0.05

6.4±0.05

9.86±0.05
2.7±0.05

7.62±0.05

Max. 10°

Max. 10°

0.33

0.2
1.0

3.0

0.47

3.2±0.2

0.47
0.47

0.47

2.54 2.54 2.54

1.0

1.0

1.0

1.0

2.7±0.05

0.47

0.47

0.47

0.47

2.54 2.54 2.54

0.2 ±0.2
0
±.008
0

Terminal thickness =
0.2 .008

General tolerance: ±0.1 ±.004

.252±.002

.388±.002

.106±.002

.300±.002

.013

.008
.039

.118

.019

.126±.008

.019
.019

.019

.100 .100 .100

.039

.106±.002

.300±.002.252±.002

.388±.002

.039

.039

.039

.039

.106±.002

.019

.019

.019

.019

.100 .100 .100

.008

8-.031 dia. .300

.300.252

.100

.100

.327

.075

.059

.100 .100 .100

CAD DataCAD Data

0.30
.012

1.025
.040

0.775
.031

C0.10
.004

1.50
.059

1.95
.077

1 2

4 3

1
2
3
4

Input: DC+
Input: DC−
Output: AC/DC
Output: AC/DC

1.80

Lot No.
.071

0.80
.031

0.75
.030

0.40
.016

0.475
.019

0.65
.026

General tolerance: ±0.2 ±.008

Recommended mounting pad (Top view)

Tolerance: ±0.1 ±.004

0.75
.030

0.513
.020

0.60
1.025

.024
.040

0.40
.016

.059
1.50

0.575
.023

0.95
.037

0.75
.0300.60

.024

CAD Data

The CAD data of the products with a    CAD Data    mark can be downloaded from: http://industrial.panasonic.com/ac/e/



PhotoMOS® Dimensions

–3– ASCTB67E   201507-T

Type Dimensions

AQY22(VSSOP)
Series

AQY22(SON)
Series

APV21(SSOP)
AQY22(SSOP)
Series

APV11(SOP)
APV21(SOP)
AQY21(SOP)
AQY22(SOP)
AQY23(SOP)
AQY41(SOP)
Series

AQV21(SOP)
AQV22(SOP)
AQV25(SOP)
AQV41(SOP)
Series

mm inch

General tolerance: ±0.1

Tolerance: ±0.1 ±.004

Recommended mounting pad
(Top view)

±.004

CAD Data

1.27

0.40
.016

0.20
.008

0.20
.008

0.40
.016

2.90
.114

1.80
.071

.050

2.10
.083

21

34

(2.20)
(.087)

1 Input: DC+
2 Input: DC−
3 Output: AC/DC
4 Output: AC/DC

1.75
.069

0.70
.028

1.27
.050

0.85
.033

General tolerance: ±0.2

Tolerance: ±0.1 ±.004

Recommended mounting pad
(Top view)

±.008

1.27
.050

0.4
.016

2.20

.116
2.95

.086
2.175

1.40

.087

.055

0.6
.024

0.6
.024

32

41
1 Input: DC+
2 Input: DC−
3 Output: AC/DC
4 Output: AC/DC

0.15
.006

1.5
.059

.026
0.65

1.27
.050

.028
.020 0.70
0.50

CAD Data

Terminal thickness = 0.15
General tolerance: ±0.1

.006

Tolerance: ±0.1 ±.004

Recommended mounting pad
(Top view)

4.45

1.80

0.20 0.20
(4.85)

0.40
0.40

1.27

2.65 0.70
0.90

4.35

1.27

.028
.035

.171

.050

±.004

.175

.071

.008 .008 .016
.016

.050

.104

(.191)

CAD Data

Recommended mounting pad (Top view)

4.4

4.3

2.0

2.54

0.1

0.4

6.8

0.5

0.5

0.4

±0.2

±.008

±0.2

±.008

1.2

0.8

2.54

6

Terminal thickness =
0.15 .006

General tolerance: ±0.1 ±.004 Tolerance: ±0.1 ±.004

.047

.031

.100

.236

.173

.169

.079

.268

±0.2

±.008 ±0.4

±.016

.100

.004

.016

.020

.020

.016

CAD Data

0.5

0.1

0.5

6.8±0.4

2±0.2

4.4±0.2

6.3±0.2

2.54

0.4
0.40.4

2.54

2.54

1.2
6

0.8

2.54

Recommended mounting pad (Top view)

Terminal thickness =
0.15 .006

General tolerance: ±0.1 ±.004 Tolerance: ±0.1 ±.004

.100

.047
.236

.100

.031
.020

.020

.268±.016.173±.008

.248±.008

.004

.079±.008

.100

.016
.016.016

.100

CAD Data

The CAD data of the products with a    CAD Data    mark can be downloaded from: http://industrial.panasonic.com/ac/e/
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Type Dimensions

AQW21(SOP)
AQW22(SOP)
AQW41(SOP)
AQW61(SOP)
Series

AQS22(SOP)
Series

AQY27
(Power-DIP)
Series

AQZ10(SIL)
AQZ20(SIL)
AQZ40(SIL)
Series

mm inch

Recommended mounting pad (Top view)

0.5

0.5

6.8±0.44.4±0.2

9.37±0.2

2±0.2

0.10.4
0.40.4

0.4

2.54
2.54

2.54

2.54

1.2

6

0.8

2.542.54Terminal thickness =
0.15 .006

General tolerance: ±0.1 ±.004 Tolerance: ±0.1 ±.004

.100

.047

.236

.100.100

.031

.020

.020

.268±.016.173±.008

.369±.008

.079±.008

.004

.100
.100

.100

.016
.016.016

.016

CAD Data

Recommended mounting pad (Top view)

General tolerance: ±0.1 ±.004

Terminal thickness = 0.15 .006

Tolerance: ±0.1 ±.004

4.4±0.2

2.0±0.2

1.27

0.1

6.8±0.4

0.5

0.5

0.4

10.37±0.2

1.2

0.8

6

1.271.271.271.271.27 1.27 1.27

.047

.031

.236

.050.050.050.050.050 .050 .050

.173±.008

.079±.008

.050

.004

.268±.016

.020

.020

.016

.408±.008

CAD Data

CAD DataCAD Data

9.3

5.08
0.2

10.16

Max.10°
1.0

1.0

8.8

3.5

±0.2

±0.2

±0.2
−0

±.008
−0

±.008

±.008

±.008

±0.2

Recommended mounting pad
(Top view)

Terminal thickness =
0.25 .010

General tolerance: ±0.1 ±.004

Tolerance: ±0.1 ±.004

Tolerance:
±0.1 ±.004

Through hole terminal type Surface mount terminal type PC board pattern (Bottom view)

9.3

5.08

0.47
0.47

10.16

3.5 3.9

3.0

0 to 10°

0 to 10°

±0.2

±.008

±.008

±0.05

±.002

±0.2
±0.1

8.8
±.008

±.004

±0.2

5.08

8.8

2.54

10.16

4-0.8 dia.

1.8

1.8

5.08

11.0

Terminal thickness =
0.25 .010

General tolerance: ±0.1 ±.004

.200

.346 .400

4-.031 dia.

.100

.071

.071

.200

.433

.400

.039

.039.366

.346

.200
.008

.138

.366

.200

.019
.019

1.4
.055

1.4
.055

.400

.138 .154

.118

.346

CAD Data

3.5 5

1.5

0.8

1.1

0.5

2.54

1.5

0.5

1.2

0.25
0.8

21±0.2

3.5±0.2

2.8±0.2

11±0.2

5.0810.16

2-0.8 dia. 2-1.1 dia.

2.54 10.16 5.08

1 2 43

Tolerance: ±0.1 ±.004
AC/DC type

1 Input: DC–
2 Input: DC+
3 Output: DC or AC
4 Output: DC or AC

1 Input: DC–
2 Input: DC+
3 Output: DC–
4 Output: DC+

DC type

General tolerance: ±0.1 ±.004

PC board pattern (Bottom view)

2-.031 dia. 2-.043 dia.

.100 .400 .200

.138±.008

.110±.008

.010

.138 .197

.043

.059

.100

.031

.827±.008

.433±.008

.200.400

.031

.059
.059

.059

.047

The CAD data of the products with a    CAD Data    mark can be downloaded from: http://industrial.panasonic.com/ac/e/
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Type Dimensions

AQZ26(SIL)
Series

AQZ19(SIL)
Series

mm inch

CAD Data

1 2 43

Max. 43.0

Max. 9.0

2.5

Max. 32.0

Min. 8.0

5.08
5.08

12.7 10.16

4-0.8dia.

1

2

4
3

Input: DC –
Input: DC +
Output : AC or DC
Output : AC or DC

Terminal 1 2 3

27.94 Copper foil

2.54×5 2.54×4 4-1.2 dia.

4

Mounting hole location(Bottom view)

Pitch tolerance: ±0.1 ±.004General tolerance: ±0.5 ±.020

2.54×2

.098

4-.031dia.

1.100

.100×5 .100×4 4-.047.100×2

1.693

.354

1.260

.315

.200
.200

.500 .400

24.5 max.

7.6210.162.54

4-1.6
4-0.7

4.5 max.

0.25
1.2

20.5 max.
0.8

3.7

.965 max.

.300.400.100

4-.063
4-.028

.177 max.

.010
.047

.807 max.
.031

.146

PC board pattern (Bottom view)

Schematic

General tolerance: ±0.2 ±.008

Tolerance: ±0.1 ±.004

CAD Data

2.54 10.16 7.62

4-1.0 dia.

1.2

.100 .400 .300

4-.039 dia.

.047

–
OutputInput

+

The CAD data of the products with a    CAD Data    mark can be downloaded from: http://industrial.panasonic.com/ac/e/
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