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Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN11455_LZ1-M2

Leila
Pack
P4
White
21.6 mm
14.7 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

(simulated) 28 
- 
- 
Available

Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN10788_LZ1-RS

Leila
Pack
P4
White
21.6 mm
14.65 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

10 degrees 
95 % 
- 
Available

Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN10790_LZ1-D

Leila
Pack
P4
White
21.6 mm
14.65 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

14 degrees 
92 % 
- 
Available

Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN10787_LZ1-M

Leila
Pack
P4
White
21.6 mm
14.65 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

26 degrees 
91 % 
- 
Available

May 1st 2017 9:01 Copyright Ledil Oy - Subject to change without prior notice - Page 1/2

 Ledil Oy 
Salorankatu 10 
24240 SALO
Finland

 http://www.ledil.com 
email: ledil@ledil.com 
FAX: +358-2-733 8001



PRODUCT DATASHEET
Leila series
last update 3/11/2016

Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN10789_LZ1-REC

Leila
Pack
P4
White
21.6 mm
14.65 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

36+24 degrees 
- 
- 
Available

Product number

Family
Type
LED
Color
Diameter
Height
Style
Optic Material
Holder Material
Fastening
Status

FCN11102_LZ1-O-90

Leila
Pack
P4
White
21.6 mm
14.65 mm
Round 
- 
- 
["glue"] 
Production ready 

FWHM
Efficiency
cd/lm
Gerber File

40+16 degrees 
90 % 
- 
Available

NOTE: The typical divergence will be changed by different color, chip size and chip position
tolerance. The typical total divergence is the full angle measured where the luminous intensity
is half of the peak value.
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Relative intensity of FA11102_LZ1-O-90 & P4-07   






